
Furnishing the information contained herein does not constitute a representation by United that any product or process is free from patent infringement claims of any third party nor does it constitute the granting of a license under any patent of United or any third party. United

assumes no liability for any infringement which might arise out of the product. The information and suggestions for use and application presented herein represent the best information available to us and believed to be reliable. They should not , however, be construed as

controlling suggestions, and users urged to conduct confirmatory test to determine final suitability for their specific end uses. United warranty only that its products meet the specifications which it sets for them and specifically DISCLAIMS ALL OTHER WARRANTS relating to the

products and the application thereof. EXPRESS or IMPLIED including but not limited to warranties of MERCHANTABLITY and FITNESS.

ISSUED BY UNITED OIL COMPANY PTE LTD. TEL: (65) 6861 1157. FAX (65) 68613101 www.united-oil.com

Ver. 16/1

Test Description

Visual

Viscosity, Brookfield @ -40C, mPa.s ASTM D 2983

Appearance

ASTM D 92

ASTM D 97

 Viscosity Index ASTM D 2270
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 Pour Point , ºC
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UNITED CVT-100 FLUID

Product Description:

United CVT-100 Fluid is blended from high-performance synthetic base oils and carefully selected additives,

including friction modifiers, detergent-dispersants, oxidation inhibitors, viscosity index improvers, corrosion

inhibitors, and defoaming agents. United CVT-100 Fluid is a new multi vehicle automatic transmission well-balanced

fluid specially provided suuitable performance in a wide-range of CVT-equipped passenger vehicles which transfer

traction via steel-made traction chains or belts. It provides outstanding power transmission ratios and better fuel-

economy performance of CVTs as compared with the regular automatic transmissions, many car makers have been

adopting CVTs in more and more models.

 Specific Gravity @ 15 ºC ASTM D 4052

Method

Applications / Benefits:

Typical Characteristics:
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Vehicle / CVT Fluid CVT Type CVT 100

Audi/VW (TL 52180; G 052 180; G 052 516) Chain SFU

Ford (CVT30/WSS-M2C933-A/Motorcraft XT-7-QCFT, MERCON C) Chain SFU

Subaru (Lineartronic CVTF, high torque CVTF, K0425Y0710) Chain SFU

BMW 8322 0 136 376 / 8322 0 429 154 (EZL 799A) Belt SFU

Daihatsu Amix CVTF-DC, Daihatsu Amix CVTF-DFE* Belt SFU

Dodge / Jeep (NS-2, CVTF+4/MOPAR CVT 4) Belt SFU

Ford (CVT23) GM/Saturn (DEX-CVT,GM CVT) Belt SFU

Honda (HMMF, HCF-2^) Belt SFU

Hyundai / Kia (SP-CVT 1) Belt SFU

Mazda CVTF 3320 Belt SFU

Mercedes Benz CVT28/MB-Approval 236.20 Belt SFU

Mini Cooper (EZL 799A/ ZF CVT V1) Belt SFU

Mitsubishi DiaQueen (CVTF-J1, CVTF-J4*) Belt SFU

Nissan (NS-1, NS-2, NS-3*) Belt SFU

Punch (EZL 799A) Belt SFU

Shell Green 1V Belt SFU

Subaru e-CVTF, i-CVT, CV30 Belt SFU

Suzuki (CVTF 3320, TC, NS-2, CVTF Green 1, CVTF Green 2*) Belt SFU

Toyota/Lexus (TC, FE*, WS (Prius eCVT only ) Belt SFU

SFU: Suitable for Use 

* Low viscosity CVTF (CVT10 is high viscosity)

Specifications, Approvals & Recommendations:


